Ref #
D101
D102
D103
D104

D105

D106

D107
D108

D109

Application

Yanmar, Volvo

Miscellaneous

Miscellaneous

Perkins 4.108, Ford, LSG, CSG, WSG
Universal 5444, M4-44 & 50

Ford Gas VSG411, 413, LSG423

Ford Diesel ESD442

Isuzu QD27

Perkins M20-M90

Universal Model 12, 20, 25, 25XP, 30
Universal M3-20, M4-30

Universal Atomic 2, Atomic 4, Stevedore
Volvo MD5A, 6B, 7A

Westerbeke W10,13,18,21,21A,27
Yanmar GM Series

Perkins 4.236 / 6.354, Ford 88D437 / D8D442
Isuzu QDA40, 60, 130, 145

Yanmar LHA Series

Perkins 6.354 — Double Stud 3-Hole Mount
Caterpillar 3208 / 3304B

Detroit 6.2, 4.53, 8.2, 6V63, 6V53T, 471N
John Deere 8.1 Liter

Volvo TMD31, TAMD31, TAMD40A, TMD41,

TAMDA41, 60A, 61, MD70B, TAMD70B, TAMD70C

Cummins, John Deere

Weight

up to 850
150-450
450-750
200-480
480-550
200-450
290
400-500
240-450
175-425
235-270
175-335
245-385
200-320
400-500
600-800
500-1200
700-900
2200-2600
1700-2200
700-2400
1800-2600
740-220

900-1300

) TRANS ATLANTIC DIESELS INC.

ENGINE MOUNT WEIGHT & HP GUIDE

HP Range

120-245
45-60
20-75
80-100
14-28
17-50
0-25
18-25
0-30
7.5-13
0-27
9-28
250-325
40-170
124-240
85-340
130-420
240-450
150-360

80-370

IF YOU HAVE ANY DOUBTS OR QUESTIONS PLEASE CONTACT US

Phone: 1-804-642-9296

Email: tadinc@earthlink.net
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